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What is claimed is: 

1 . A phone, comprising: 

a first wireless modem including a controller; 
5 a first antenna connected to said first wireless modem; 

a second wireless modem connected to said first wireless modem; 
a second antenna connected to said second wireless modem; and 
a user interface connected to said first wireless modem; 

wherein said first wireless modem controls the operation of said second wireless 
10 modem and said user interface, 

said first wireless modem provides a first air interface, 

said second wireless modem provides a second air interface, and 

said first air interface is different from said second air interface. 

15 2. The phone of claim 1 , wherein: 

said first wireless modem provides a cellular air interface. 

3 . The phone of claim 1 , wherein: 

said first wireless modem provides a PCS air interface. 

20 

4. The phone of claim 1, wherein: 

said first wireless modem provides a CDMA air interface. 

5. The phone of claim 1, wherein: 

25 said second wireless modem provides a cordless telephone air interface. 

6. The phone of claim 1 , wherein: 

said second wireless modem provides a wireless LAN air interface. 

30 7. The phone of claim 1, wherein: 

said second wireless modem exchanges data with said user interface through said 
first wireless modem. 
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8. The phone of claim 1, further comprising: 

a third wireless modem connected to said first wireless modem; 

wherein said third wireless modem provides a third air interface, and 

said third air interface is different from said first air interface and from said second 

air interface. 



9. A phone, comprising: 
a controller; 

a first wireless modem connected to said controller; 

a first antenna connected to said first wireless modem; 

a second wireless modem connected to said controller; 

a second antenna connected to said second wireless modem; and 

a user interface connected to said controller; 

wherein said controller controls the operation of said first wireless modem, said 
second wireless modem, and said user interface, 

said first wireless modem provides a first air interface, 

said second wireless modem provides a second air interface, and 

said first air interface is different from said second air interface. 



10. The phone of claim 9, wherein: 

said first wireless modem provides a cellular air interface. 

11. The phone of claim 9, wherein: 

said first wireless modem provides a PCS air interface. 

12. The phone of claim 9, wherein: 

said first wireless modem provides a CDMA air interface. 

13. The phone of claim 9, wherein: 

said second wireless modem provides a cordless telephone air interface. 

14. The phone of claim 9, wherein: 

said second wireless modem provides a wireless LAN air interface. 
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15. The phone of claim 9, wherein: 

said first wireless modem and said second wireless modem exchange data with said 
user interface through said controller. 

16. The phone of claim 9, further comprising: 

a third wireless modem connected to said first wireless modem; 
wherein said third wireless modem provides a third air interface, and 
said third air interface is different from said first air interface and from said second 
air interface. 



17. A method of controlling a phone, comprising: 

sending a modem control signal from a first wireless modem to a second wireless 
modem; 

sending a user interface control signal from said first wireless modem to a user 
15 interface; 

sending communication data from said user interface to said second wireless 
modem according to said user interface control signal; and 

sending said communication data from said second wireless modem to an antenna 
according to said modem control signal. 



18. The method of claim 17, wherein: 

said first wireless modem provides a first air interface, 

said second wireless modem provides a second air interface, and 

said first air interface is different from said second air interface. 

19. The method of claim 18, wherein: 

said first wireless modem provides a CDMA interface, and 

said second wireless modem provides a cordless telephone interface. 



30 20. The method of claim 17, wherein: 

said sending communication data from said user interface to said second wireless 
modem includes sending said communication data from said user interface to said first 
wireless modem and sending said communication data from said first wireless modem to 
said second wireless modem. 
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21 . The method of claim 20, further comprising: 

processing said communication data at said first wireless modem to prepare said 
communication data for said second wireless modem. 

22. The method of claim 17, further comprising: 

sending a modem feedback signal from said second wireless modem to said first 
wireless modem. 



10 23. The method of claim 17, further comprising: 

receiving incoming communication data through said antenna at said second 
wireless modem; 

sending a modem feedback signal from said second wireless modem to said first 
wireless modem; 

15 sending a second modem control signal from said first wireless modem to said 

second wireless modem; 

sending said incoming communication data from said second wireless modem to 
said user interface according to said second modem control signal. 

20 24. The method of claim 23, wherein: 

said sending incoming communication data from said second wireless modem to 
said user interface includes sending said incoming communication data from second 
wireless modem to said first wireless modem and sending said incoming communication 
data from said first wireless modem to said user interface. 

25 

25. The method of claim 24, further comprising: 

processing said incoming communication data at said first wireless modem to 
prepare said incoming communication data for said user interface. 

30 26. A method of controlling a phone, comprising: 

receiving incoming communication data through an antenna at a first wireless 
modem; 

sending a modem feedback signal from said first wireless modem to a second 
wireless modem; 
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sending a modem control signal from said second wireless modem to said first 
wireless modem; 

sending a user interface control signal from said second wireless modem to a user 
interface; and 

sending said incoming communication data from said first wireless modem to said 
user interface according to said modem control signal. 

27. The method of claim 26, wherein: 

said first wireless modem provides a first air interface, 

said second wireless modem provides a second air interface, and 

said first air interface is different from said second air interface. 

28. The method of claim 27, wherein: 

said first wireless modem provides a cordless telephone interface, and 
said second wireless modem provides a CDMA interface. 

29. The method of claim 26, wherein: 

said sending incoming communication data from said first wireless modem to said 
user interface includes sending said incoming communication data from first wireless 
modem to said second wireless modem and sending said incoming communication data 
from said second wireless modem to said user interface. 

30. The method of claim 29, further comprising: 

processing said incoming communication data at said second wireless modem to 
prepare said incoming communication data for said user interface. 

3 1 . A system for controlling a phone, comprising: 

means for sending a modem control signal from a first wireless modem to a second 
wireless modem; 

means for sending a user interface control signal from said first wireless modem to 
a user interface; 

means for sending communication data from said user interface to said second 
wireless modem according to said user interface control signal; and 
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means for sending said communication data from said second wireless modem to 
an antenna according to said modem control signal; 

wherein said first wireless modem provides a first air interface, 
said second wireless modem provides a second air interface, and 
5 said first air interface is different from said second air interface. 

32. A system for controlling a phone, comprising: 

means for receiving incoming communication data through an antenna at a first 
wireless modem; 

10 means for sending a modem feedback signal from said first wireless modem to a 

second wireless modem; 

means for sending a modem control signal from said second wireless modem to 
said first wireless modem; 

means for sending a user interface control signal from said second wireless modem 
15 to a user interface; and 

means for sending said incoming communication data from said first wireless 
modem to said user interface according to said modem control signal; 
wherein said first wireless modem provides a first air interface, 
said second wireless modem provides a second air interface, and 
20 said first air interface is different from said second air interface. 
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